
Industrial Lightweight Construction

Self-drilling screw JT2-3-4.8

Application range

 > �Fastening�profiled�steel�sheets�to�2�mm�steel�substructure
 > �Side�lap�stitching�of�profiled�steel�sheets
 > �Suitable�for�installation�with�the�EJOFAST® JF screwdriver

Properties

 > Case-hardened steel, zinc-plated
 > Loose or collated

Applications

Certifications

ETA-10/0200 

Technical specifications

1/min
max. 1800SW8

DC
tI+tII

mm

1.5 + 2.0

mm
4.8

V14

Order description
Length 
[mm]

Clamping thickness
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

loose

JT2-3-4.8x19 19 0 – 11 1000 3592200634 4061245015576

JT2-3-4.8x19 VE100 19 0 – 11 100 6592200634 4061245014784

collated

JT2-3-4.8x19 collated 19 0 – 11 500 3365000000 4061245016580

Sealing washer V14, Ø 14 mm

JT2-3-4.8x19 V14 19 0 – 9 500 3592251634 4061245036816

Product online

EJOFAST® JF screwdriver
Rental equipment available
Article number G000000070

Cross references 

Socket wrench insert SW8  
Cordless screwdriver ASCS 6.3    
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