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Application range 

 > Ideal for solar installations and PV
 > For up to 2 cables Ø 4 – 8 mm and 1 pipe Ø ≤ 35 mm

Properties

 > Version EDPM (black)
 > Temperature resistance EPDM (black or grey) permanent  
50 °C to +115 °C, short-term up to +150 °C

 > Temperature resistance silikone (red) permanent 50 °C to 
+200 °C, short-term up to +250 °C

 > 20-year warranty on material

Note
Use folding blind rivets for fibre cement boards. Profile height 
max. 45 mm.

DEKTITE® Premium 3

Order description
For pipe 
diameter
[mm]

Base
[mm]

Roof pitch
[°]

Content 
cartridge 
[ml]

Content 
screw
[pieces]

PU
[pieces]

Price/1
[EUR]

Article number EAN

DFE 100 BS 0 – 35 100 x 100 0 – 60 80 8 1 8250004704 4061245013633

Order information: All versions also available in grey (EPDM) and red (silicone)

Included in delivery

1 pipe flashing
1  cartridge of EJOPLAST joint 

sealant
1  self-drilling screw set - optionally 

folding blind rivet set

Product online

Further versions  
available

DEKTITE®  
Square (set)

https://www.ejot.de/p/DEKTITE_PREMIUM_3?qr=0003

