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Anchoring Technology

Nail anchor ND-K

Cross references 

Hammer drill SDS plus  
Cordless hammer drills  
Cordless screwdriver ASCM    
Bit cross recess Z2  

Characteristic values
Recommended 
loads non-cracked 
concrete C20/25

Recommended 
loads solid clay 
brick fb 20.5 N/mm2

Typ
d0

[mm]
hef

[mm]
NRec 
[kN]

VRec 
[kN]

NRec 
[kN]

VRec 
[kN]

5x30 5 30 0.1 0.1 0.1 0.1

5x40 5 30 0.1 0.1 0.1 0.1

5x50 5 30 0.1 0.1 0.1 0.1

6x40 6 30 0.2 0.2 0.2 0.2

6x60 6 30 0.2 0.2 0.2 0.2

6x80 6 30 0.2 0.2 0.2 0.2

8x60 8 40 0.3 0.3 0.3 0.3

8x80 8 40 0.3 0.3 0.3 0.3

8x100 8 40 0.3 0.3 0.3 0.3

Order description
Length
[mm]

Fastening thickness tfix
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

Anchors with zinc-plated steel nail (GVZ)

ND-K 5/30 V 30 0-5 200 9650075678 4061245083001

ND-K 6/40 V 40 10 200 9650075679 4061245083032

ND-K 8/60 V 60 20 100 9650075684 4061245083063

Anchors with stainless steel nail

ND-K 6/40 E 40 10 200 9650075692 4061245083094

Application range

Speed plug for light-duty fixings:
 > Substructures
 > Cabinets, Skirting boards, lath
 > Cable ducts, cable clamps
 > Pipe supports

Properties

 > Ready-to-install nylon collar flange plug with nail made of 
zinc-plated steel (GVZ) / Stainless steel

 > Drive-in installation
 >  Nail head with Pozidriv recess for removal or adjustment of 
the anchor

 > The plug collars serve as plastic insulating washers and thus 
prevent contact corrosion

 >  GVZ for dry indoor areas

Technical specifications

Z2

Base materials

Suitable for
 > Concrete
 > Solid clay brick
 > Vertically perforated brick

Product online

Further lengths and A2 
stainless steel available 
upon request

https://www.ejot.de/p/NDKc?qr=0003

