
Industrial Lightweight Construction

Applications

Self-drilling screw JT2-2H-4.8

Application range

 > �Side�lap�stitching�of�profiled�steel�sheet

Properties

 > Case-hardened steel, zinc-plated
 > With free spin zone under screw head for effective side lap 
stitching

Order description
Length 
[mm]

Clamping thickness
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

JT2-2H-4.8x19 19 0 – 9 1000 3592200644 4061245015569

JT2-2H-4.8x19 VE100 19 0 – 9 100 6592200644 4061245014777

Certifications

ETA-10/0200 

Technical specifications

1/min
max. 1800SW8

DC
tI+tII

mm

1.0 + 1.0

mm
4.8

Product online

EJOFAST® JF screwdriver
Rental equipment available
Article number G000000070

Cross references 

Socket wrench insert SW8  
Cordless screwdriver ASCS 6.3    

EJOT SE & Co. KG ∙ Market Unit Construction ∙ In der Stockwiese 35 ∙ 57334 Bad Laasphe ∙ Germany 
T +49 2752 9080 ∙ F +49 2752 908731 ∙ construction@ejot.com ∙ www.ejot.com/construction

https://www.ejot.de/p/JT2-2H-4_8?qr=0003

