
Industrial Lightweight Construction

EJOT SE & Co. KG ∙ Market Unit Construction ∙ In der Stockwiese 35 ∙ 57334 Bad Laasphe ∙ Germany 
T +49 2752 9080 ∙ F +49 2752 908731 ∙ construction@ejot.com ∙ www.ejot.com/construction

Application range 

 >  Fixing standing seam systems (clips) to 0.55 – 1.5 mm steel 
substructure

 > Fixing standing seam systems on milled system rails  
≤ 1.5 mm

 >  Fixing standing seam systems (clips) to 0.8 – 1.5 mm alumini-
um substructure or timber substructure

 
Properties

 > A2 stainless steel with hardened steel drill point
 >  Under-head serrations to increase the installation reliability
 > Special thread for thin-walled components
 > High stripping torque
 > Installation without special tools

Self-drilling screw JT3-X-2-6.0

Order description
Length 
[mm]

Clamping thickness
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

JT3-X-2-6.0x25 25 0 – 10 500 7380539301 4061245014296

JT3-X-2-6.0x36 36 0 – 20 500 7380516301 4061245014319

JT3-X-2-6.0x46 46 0 – 30 500 7380517301 4061245014302

Cross references 

Socket wrench insert SW8  
Cordless screwdriver ASCS 6.3   

Applications

Z-14.4-426

Certifications

Technical specifications

DC
tI+tII

mm

1.0 + 1.0

1/min
max. 1500SW8

mm
6.0

Product online

https://www.ejot.de/p/JT3-X-2-6_0?qr=0003

