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Application range

 > �For�fixing�reinforced�steel�up�to�3.0�mm�in�PVC�windows�with�
tight�fitting�reinforcement

 > Mounting�of�fittings

Properties

 > Burglar-resistant�(RC2)
 > �Roll-sorted�quality�for�automated�fastening
 > Case-hardened�steel
 > EJOSEAL�is�an�inorganic,�transparent�sealant,�to�significantly�
increase�the�corrosion�and�heat�resistance�of�fastening�
elements�with�zinc�or�zinc�alloy�coatings.�EJOSEAL�does�not�
contain�wax�and�is�ideally�suitable�for�direct�fastening�into�
plastic.

Self-drilling�screw�type�FD2

Order description
Length 
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

EJOSEAL

Self-drilling screw FD2 3.9x13 13 1000 7260621607 4061245045702

Self-drilling screw FD2 3.9x16 16 1000 7260622607 4061245045719

Self-drilling screw FD2 3.9x19 19 1000 7260623607 4061245045726

Self-drilling screw FD2 3.9x22 22 1000 7260624607 4061245045733

Self-drilling screw FD2 3.9x25 25 1000 7260625607 4061245045740

Self-drilling screw FD2 3.9x28 28 1000 7282670607 4061245045757

Self-drilling screw FD2 3.9x32 32 1000 7260626607 4061245045764

Self-drilling screw FD2 3.9x38 38 1000 7260627607 4061245045771

Self-drilling screw FD2 3.9x45 45 1000 7260628607 4061245045788

Technical specifications

mm

7.5H2
mm

3.9

1/min
1,500-2,000

RC2

Cross references 

Bit�cross�recess�H2�  

Product online

Certifications

EPH Dresden 
Inspection 
document

No. 2614091-02

https://www.ejot.de/p/Bohrschraube_FD2?qr=0003

